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The following guide provides steps to install, pair, calibrate and unpair the DMS Sensor.

Installation Overview

1. Install the D-450.

2. Place the DMS on the Vehicle Dash.

3. Pair the DMS Using the Driverei Installer App.
4. Calibrating the DMS.

5. Apply VHB to Mount Location.

6. Verify DMS Installation.

Installation Steps

1. Install the D-450.

1. Assuming that a D-450 is already installed (D-450 Conventional Hardwire Installation, D-450 Quick
Connect Installation):

e During the power cable routing process, attach the male-to-male adaptor between the
D-450 and DMS USB connection.

e Utilize 2 Zip Ties to tie off the excess cable at both ends as shown below.
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2. Place the DMS on the Vehicle Dash.

Please be advised that a significant number of vehicle models are equipped with adjustable seats and
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steering wheels, offering multiple configurations to accommodate driver comfort and visibility.

e

This variability in seating and steering wheel positioning should be carefully considered
when placing the Driver Monitoring System (DMS) sensor on the vehicle dashboard as this
could potentially block the sensor and affect the ability of the sensor to function properly.

Note. The device comes with a privacy cap, which must be removed during normal
operation.

& J

Correct Placement

Incorrect Placement

Copyright ©2026 GPS Insight Page 3 of 21


https://help.gpsinsight.com/solution/enterprise/

@ Help

Driveri DMS Sensor Installation Guide V' Center

Link: https://help.gpsinsight.com/installation-guide/driveri-dms-sensor-installation-guide/ Last Updated: April 23rd, 2026

1. Without removing the tape backing on the VHB, place the DMS sensor flat against the vehicle
dash, angled at the driver without any field of view (FOV) obstructions.

Note. Please be mindful of the infrared LED.

Block

2. Place the mount so that it is flat against the dash.

3. Place the small clip on the dash to route DMS Sensor cable.
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4. Loosen the screws on the DMS mount so that it can be adjusted.

L
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3. Pair the DMS Using the Driverei Installer App.

1. Connect to the D-450 using the Driverei Installer App.

We offer a 3-inch mount
to accommodate vehicles
where steering wheel,
seat adjusments and
lower dashboards may
create clearance issues

for calibration.

2. Pair the DMS through the Accessories tab.
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103252400284 coNNECTED @ HE|p

Version: 566,22

Driveri# 103252400284 will disconnect in 337 seconds,

Tap this banner (o Increage time.
Flease do not prass HOME button while connected to Driveri.

Diagnostics Info
Driveri Version S0b.6.rG.2
FAN (]
GRS (]
Latibude Longitude ACCUrACY
AT 117,704 48173 m
IMET Mumber 3ETAR AT 1603414
SIM Detected &
Driveri's cellular connection &
SIM Mumber BAIMBNZ02411 2971408
Driveris cellular strength il
Metwork Bisnd Channel
4G 4 2050
Strength RSE) Bandwidth
Excallani 55 20
Az W

3. Scan the Serial Number of the DMS.
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103182400185 cowwecTED @ Help

Wersion: 3.8.6.00.4

Driveri# 103182400185 will disconnect in 354 seconds.
Tap this banner 1o increase timea.

Please do not press HOME bution while connected to

Driveri.
Accessories
VBUS
VELS i3 an acesssary that enables Drivar 1o access >

wehicle data through the CAN interface

Alert Bution Installs : 0,1

Install an Alert Button, ¥You can also install befare »
upda ading Installasion repart

DMS Sensaor

Thig Sanscr is aimed &1 Advanced Diver Banitoring

Pair Driveri Device

Pair Driveri device with this vehicle

Upload Instalation roo

Optional Steps

Test Audio
Play a sample sidio file en Diveri
PP Varakon. 6.6

Note. Pairing is not complete until the device is calibrated and the installation report
is uploaded.

4. Calibrating the DMS.

1. While still connected to the D-450 over the Installer App, choose the “calibrate sensor” option of
the DMS.
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Crimrid NO39H AR TE pll i nest in 340 seciless.
Tap thia baswa 0 |roroaga 1ima
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B i | Ferrlom of Sm [P i

2. Adjust the position of the DMS until all four dots representing pitch, yaw, roll, and Face are green.
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& DMS Sensor

@ msTRUCTIONS

SHOW VISUAL INSTR TIONS >

Verify DMS Sensor and start Calibration

[E] GET STARTED >

3. The installer needs to be in the Driver’s seat looking straight ahead at the road.

it or right o
irineg
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4. When ready, press “calibrate” and wait for the calibration to happen.

Note. During calibration, maintain normal driving posture and look straight ahead for
at least 5 seconds.
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< Preparing for Calibration

[ ] <) Rotate

& START CALIBRATING
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€ Preparing for Calibration

@& START CALIBRATING
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DMS Sensor

Driveri# 100182400090 will disconnect n 357 seconds.

Tap thus banres 10 nCrease ime
Pleass 0o not preas HOME Dumion whele connected 10 Driver

DMS Sensor paired successfully & X1

Calibration Successtul &

Want to Redo the exercise?

(a RE-CALBRATE %

5. With Installer App still connected, proceed to Step 5.

5. Apply VHB to Mount Location.

1. Once calibrated, tighten the screws of the DMS and mark the edges of the mount on the dash with
a boundary made with masking or double-sided tape.
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2. Remove the paper covering the VHB and place the mount back onto the marked area.

6. Verify DMS Installation.

1. Recalibrate the DMS system one more time to ensure that the DMS system did not move during
the placement process.

2. If the installer app connection was lost before reaching this step, it may be necessary to unpair the
DMS in order to reach the calibration step again.

Note. You must upload the report by selecting “Pair Driverei with this Vehicle” again.
Be sure to press the UPLOAD REPORT button at the end to complete the DMS
installation. (See the “Second Installation Report” section below for details.)
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P DHSSm

Driverid 10712400000 il dmcorrect in 157 seconds.

Tap us Bl & FCrease T
Please 00 not press HOME bumon whls connectsd 10 Driveri,

DMS Sensor paired successtully & 3

Calibragion Successhul &

‘Want to Redo the exercise?

Second Installation Report

If you are adding a DMS after the Driverei has already been installed, paired, and the report uploaded:

1. Pair the DMS with the vehicle by following the DMS button calibration instructions.
2. Once calibration is successful, go back and select “Pair Driverei with this Vehicle” again.

3. Fill'in the required information and upload the report to ensure the new DMS installation settings are
recorded in the portal.
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103252400284 connecTen @ Help

Driweri 10AZ52A002E4 will digconnect in 348 seconds,

Tap this banrer ta increase time.
Pleass do nod press HOME button whils connected ta Driveri.

DMS Sensar
¥

Thx Sy @ aimsd §l Advares Dirssr Kenfioning

Palr Driver] Device

Pair Driveri device with this vehicle
Upload irenal i o repo

Optional Steps

Test Audic

Fiwy a zample audio e on Crivesd

Ignition Status

Phone: it ken s1ans wil always be OFF ITwhine inmon i = not
[ES IR ES TR VIR | TE NG iy e R T DT

Cameras
>

Chesce [irtwerl camesoe with |hee feed

Additional Cameras %

Submitting Second Installation Report

Once back in the main menu:

1. Scroll down and tap “Pair Driverei device with this vehicle.”
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103252400284 conunecTen

Tap this banrer ta increase time.

DMS Sensar

@l Help

Driweri 10AZ52A002E4 will digconnect in 348 seconds,

Pleass do nod press HOME button whils connected ta Driveri.

Thx Sy @ aimsd §l Advares Dirssr Kenfioning }
Pair Driverl Device
Fair Drivesi davice with thig vehicle 3
Uphoad irenallas on repo
Optional Steps
Test Audic 3
Fiwy a zample audio e on Crivesd
Ignition Status
Phone: it ken s1ans wil always be OFF ITwhine inmon i = not
[ES IR ES TR VIR | TE NG iy e R T DT
Comeras 5
Chesce [irtwerl camesoe with |hee feed
Additional Cameras %

2. Complete all mandatory fields, ensuring the VIN number and vehicle number are entered correctly.

Danget 8 PSSR0 il Sscnwwot 0 3T o
T Wk Do s v |
Phaner - nom oo Hi0AEl beTon wewiy cowecnnd o (e

Mandatory Fields

i il R ERAM AL
Tima 3008 A nLnE_Argaes
| ¥ Tirwran Cipten D, San [isges, CA 92122
installer names
Jeri Srnally

WVehicle CAN Bus Infa
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&  Installation report

[EE R BE S B PSR S
Tag Fey b e
Fiemie b ad prres SR Ll wfsr - cevae el ke

TETus

|| PEAWEGO]

TYWH (fhnas Yenibe Weaphn Ratisg |-

N and abdrew

Optional Fields &=

r

Note. WARNING: Failure to do so will result in a new vehicle record being created in the
customer account.

&

3. After completing all required fields, tap Upload Report and then disconnect from Driverei.

How to Unpair the DMS Sensor

1. In the Installer App, tap DMS Sensor.
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103252400284 connecten @ Help

Wargsion 2.6,9,r.2

Cuieari# 103252400264 will disconnect in 269 seconds.
Tap this banner 1o increase time,
Pleass do not press HOME bution while connescted to Difveri,

REPLACE DEV

Accessaries

VBLUS

VEUS |5 on accessory that enables Driver< bo aocess vehicle data b
thiough this CAM Interface

flert Button Installs @ 001

Irestall an Alert Bastion. You cam olso iesiall belome uploading }
revallsaken g

DMS Sensor

This Senger & aired af Sdvanied Diivel Moninsing.

Pair Driveri Device

Pair Driveri device with this vehiche

Updoiaed Instad |aiiom report

2. Tap Unpair when asked if you would like to unpair this DMS sensor.
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Unpair thiz DMS Senzar

Cancel

I I_I".|'_| air

3. Tap Close on the pop-up confirming the DMS sensor was unpaired successfully.

o, DMS Sensor Unpaired Successfully
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